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GENERAL PROJECT NOTES: 1. All elevations are based on existing site data. The Owner to review drainage, building elevations All elevations are based on existing site data. The Owner to review drainage, building elevations and grading prior to start of construction. 2. The Owner shall be responsible for adequate temporary drainage facilities during the rainy season The Owner shall be responsible for adequate temporary drainage facilities during the rainy season operation and protect all disturbed areas from erosion. He shall repair any areas of erosion prior to acceptance of grading.  3. The Owner shall expose all existing utility lines or other underground facilities at proposed The Owner shall expose all existing utility lines or other underground facilities at proposed crossings or connection points to verify location and elevation. Backfill shall be included in the price for various items of work. Owner shall contact USA to locate underground utilities prior to digging. 4. The Owner is responsible for the protection of all existing monuments or other survey markers. All The Owner is responsible for the protection of all existing monuments or other survey markers. All such monuments or markers destroyed during construction shall be replaced at Owner's expense. Owner shall set a finish floor datum on site prior to excavation. 5. Temporary hookups such as lights and power shall have their own temporary poles and shall not Temporary hookups such as lights and power shall have their own temporary poles and shall not utilize trees or other natural elements for that purpose. 6. Removal of temporary facilities shall occur as progress of work permits and not later than Removal of temporary facilities shall occur as progress of work permits and not later than completion of work. 7. Adequate measures shall be taken to protect areas outside the immediate construction zone and Adequate measures shall be taken to protect areas outside the immediate construction zone and shall be strictly observed: a.) These areas shall include trees or groups of trees adjacent to the construction zone and shall be fenced off to insure their protection. b.) Adjacent property shall be respected and adequately protected. If it should become necessary to use the adjacent property for any reason, the reason shall be specified and written permission shall be obtained from the respective owner (s). c.) Any areas outside the construction zone affected by the construction shall be restored to original condition. 8. Any material from clearing and excavation which is unsuitable for fill or landscaping shall be Any material from clearing and excavation which is unsuitable for fill or landscaping shall be removed from the site. 9. Back filling of trenches, foundation and other excavation shall be done in such a manner as to not Back filling of trenches, foundation and other excavation shall be done in such a manner as to not disrupt natural site conditions, drainage, ground cover, etc. 10. The Owner shall call the Engineer 48 hours prior to placing concrete in footing for steel review. The Owner shall call the Engineer 48 hours prior to placing concrete in footing for steel review. Owner is to notify the Engineer on any deviation of plans or specifications. 11. Complete clean-up of the construction site and all areas outside the construction site shall be an Complete clean-up of the construction site and all areas outside the construction site shall be an integral part of the work. No trash shall be allowed to accumulate during construction and shall be removed at least on a weekly basis. 12. Structural engineering by "K2 Engineering" shall be an integral and legally binding portion of these Structural engineering by "K2 Engineering" shall be an integral and legally binding portion of these Contract Documents. 13. All work and materials shall conform to the latest edition of the International Building Code and all All work and materials shall conform to the latest edition of the International Building Code and all other applicable local codes and ordinances. Owner to abide by Association rules and C.C.&R's. 14. Owner shall install all utilities as per Utility and County building department requirements.Owner shall install all utilities as per Utility and County building department requirements.
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MAXIMUM ALLOWABLE HEIGHT PER CODE =

LOW POINT AT EXISTING GRADE =

HIGH POINT AT EXISTING GRADE =

MEDIAN GRADE ELEVATION =

MAXIMUM ALLOWABLE BUILDING ELEVATION =

30 FEET ABOVE MEDIAN GRADE ELEVATION

±5,241'

±5,245'

±5,243'

±5,273'

AVERAGE CROSS SLOPE AT BUILDING = ±18%
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